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         R572 Flame Retardant ABS

R572 is RoHS compliant, non PVC & PBDE containing, Flame Retardant ABS engineered to meet the flammability requirements for today’s most demanding applications.  R572 is UL listed in all colors, 94-V0 @ 0.063” and UL94 5VA @ 0.125”.  With its superior combination of physical, mechanical, and flame retardant properties R572 is an excellent choice for applications in the business equipment, electronics, and medical markets for those OEM’s looking to market their products in the global market place.
R572 Typical Physical Properties
	
Test
	Condition
	Units
	Value

	Specific Gravity
	ASTM D792
	
	1.20-1.27

	Tensile Modulus
	ASTM D638
	Psi
	-

	Tensile Strength 
	ASTM D638
	Psi
	5,200

	Flexural Modulus
	ASTM D790
	Psi
	320,000

	Flexural Strength
	ASTM D790
	Psi
	8,000

	Izod Impact 73°F
	ASTM D256

	Ft-lbs/in.
	5.5


	Falling Dart Impact
	ASTM D5420
73°F
	Inch-lbs
	320


	Heat Deflection Temperature

Hardness
	ASTM D648

ASTM D785
	°F

Rockwell R
	195
98

	Gardner Gloss

Coefficient of Thermal Expansion
	ASTM D523

ASTM D-696
	%

in/in/˚Fx10-5
	-

4.6-5.5


	
	
	
	






Spartech warrants that its products conform to its published specifications in effect at the time of sale, but Spartech expressly disclaims any warranties of the merchantability and of fitness for a particular purpose with respect to its products.  The values shown above are representative of values that have been obtained in the testing of samples produced in various colors.  Each user of the material should conduct his own testing and evaluations to determine the effectiveness, safety, and suitability of the material for its particular use. 











